This layout document provides foundation details

for the preferred unitary surfacing installation.

Loose fill surfacing may be an option for this product.
Please inquire to determine whether this is possible
prior to specifying in a project.
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SAFETY RUBBER SURFACE

This layout document provides foundation details
for the preferred unitary surfacing installation.

Loose fill surfacing may be an option for this product.

Please inquire to determine whether this is possible
prior to specifying in a project.

GENERAL NOTES:

ANCHORING RIM

PREDRILLED HOLE @8mm /85 mm
CONCRETE ANCHOR + SCREW @8mm / 80mm
ON CHEMICAL ANCHOR

3.3/8" (85 mm)

/"2 ANCHORING DETAIL VIEW

a
4 5

s
a4 . @ — ===l ===
A el el . 5 . s B

GRAVEL == - ,

€ E =

- - B

© g

- =~ 2

N~

I

A

Ly

A

e e e e e e e

GRAVEL-SAND BED

UNDISTURBED SOIL J
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1. THE FOUNDATION IN THE DRAWING TOBE [ ey [ omscreron | R | oare JPRWN[RWD
USED AS A MININUM GUIDELINE. CHECK WITH fo_ B 1 BV
LOCAL ENGINEERS 0 [initial Release o | zotras | [
2. THE CONCRETE SHALL BE GRADE C25
(CHARACTERISTIC STRENGTH OF 3500 PSI
AT 28 DAYS) MINIMUM.
3. THE FOUNDATION SHALL BE PLACED ON
FIRM, UNDISTURBED SOIL SURFACE.
WHEREVER EXCAVATION OCCURS BELOW THE
DESIGNED FOUNDATION LEVEL, WELL
COMPACTED BACK FILL OR LEAN CONCRETE
SHALL BE USED FOR LEVELING.
4. BACKFILLING FOR FOUNDATION SHALL BE
PLACED EVENLY IN 6" (150mm) LAYERS.
LAYERS SHALL BE WELL COMPACTED.
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